GABER ACOUSTIC COLLECTION

TECHNICAL
SPECIFICATIONS

SIZES

TUNE FREE-STANDING 80 TUNE FREE-STANDING 100 TUNE DESK SETTINGS 80

L

154x80x20 cm 154x100x20 cm 150x80x5 cm
13,5 kg 14,5 kg 8 kg

0,125 me- 15,5 kg 0,125 mé- 16,5 kg 0,125 m*- 10 kg

@ 159x110x7 cm @ 159x110x7 cm @ 159x110x7 cm
1pc [carton] Tpc [carfon] Tpc [carton]

FINISHING

[IT] I materiali di rivestimento adempiono alle pit importanti normative
antfincendio internazionali.

[EN] Covering polyester materials follows fire retardant infernational standards.
[FR] Les revétements en tissu répondent aux normes internationales.

- - [ES] Los materiales de recubrimiento cumplen con las mds importantes

1012 1008 4021 regulaciones infernacionales contra el fuego.

ivory/avorio  dove-grey/torfora red/rosso

UNI 9174 - 8456 Class C1,UNI 9175 Class 1 IM,

DIN 4102 Class B1, NF 92501-7 Class M1, NF D 60013
Class AM18, EN 1021-1 & 2, BS Crib 5,BS 7176

Class Medium Hazard, EN 13773 Class 1, OENORM
3800-1 Class B1,Q1,TR1, California TB117, USA NFPA
701, USA NFPA 260, IMO A 652 (16) Part 8 Upholstery

3082 7022 6052
orange/arancio  green/verde blue/blu

FRAME COLORS BRACKET COLOR

for free-standing for desk settings
[IT] La staffa di fissaggio
del pannello Piuma &
regolabile per piani con
spessore 10-30mm.
[EN] Piuma bracket

00 10 00 support is sui‘roblg for
white/bianco black/nero white/bianco  10-30mm desk thickness.
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