P‘aSJ[iCS D UO Piero Lissoni 2010

width height depth seat arms unit weight
width/height  height kg.

7085 / 7090 / 7091 / 7092 / 7093 7090 88 34 88 88/34 21.500
7094 / 7095 / 7096 / 7097 7098 Q
7099 A7090 fire tested version™
Nile Fabric
70/white
71/ecru 7091 88 34 114 88/34 26.000
72/dove [ | 5

A7091 fire tested version*
73/orange -
74/green -
75/grey -

7092 i 88 64 88 88/64 23.500

A7092 fire tested version*

7093 88 64 114 88/64 24.500
Material
Seat and back: goose down A7093 fire tested version™

and flock cushions.

Fabric: 46% cotton, 45% viscose,

8% linen, 1% silk

Fire-resistant fabric**: 35% cot-

ton, 45% viscose, 8% linen, 1% silk, 7094 88 64 88 58/64 51 24.500

11% modacrylic

Feet: transparent polycarbonate ﬁ

A7094 fire tested version™

level achieved

EN 1022:1998 Compliant

EN 1728:2000

6.0.0 (maximum level) 5 7085 cushion 48 48 12 1.100

67 (maximumlevel) 5 A708S5 fire tested version*™

617  (maximumlevel) 5 packaging quantity  weight kg.volume m? size
**IT UNI 9175, EN1021 fire reaction test
class 1 IM ministerial certification 7090
n. MI1848D20D1IM00010 7091

23.500 0.298 91X36X91
28.500 0.306 91X37X91
26.500 0.621 91X75X91

1
1
1

UK Standard BS5852 S5, BS 7176 7093 1 27.500 0.621 91X75X91
1
2

"Medium Hazard" - S.1. 1324 27.500 0.621 91X75X91

US CALIFORNIA Standard TB 117 7085 3.000 0.070 52x52x26
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width

7095 E E 114 64 88

A7095 fire tested version™

height depth

7096 E ﬁ 88 64 88

A7096 fire tested version**

7097 @ i} 114 64 88

A7097 fire tested version™

7098 E E 114 64 88

A7098 fire tested version**

7099 H i} 114 64 88

A7099 fire tested version™

7085 cushion 48 48 12

A708S5 fire tested version*™*

packaging quantity weight kg. volume m? size

7095/7097 1 32.500 0.704 91X65X119
7096 1 28.500 0.621 91X75X91
7098/7099 1 32.000 0.704 91X65X119

seat

width/height

84/34

58/34

84/34

84/34

84/34

Piero Lissoni 2010 P‘aSJ[iCS DUQ

arms unit weight

height kg.
51 29.500
51 25.500
51 29.500
64 29.000
64 29.000
1.100
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