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Mishell soft is a special version of the Mishell
collection designed to provide even more user
comfort thanks to an additional, extremely soft
quilted layer on the seats.

The new version of upholstery has given the
collection a more cozy character. It highlights
the texture and type of fabric, emphasising

the rhythm of the stitching pattern and bringing
an eye-catching quality to the design.

With a wide selection of fabrics and bases,

the elements of the collection can be freely
customised depending on the intended
purpose of the furniture. Mishell soft is a perfect
choice both for home use and public spaces.
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Base cross type skid base;
parallel skids (only chairs) and stainless steel or powder coated cross type base;
four star, powder coated metal base on wheels;
five star aluminium black base on wheels (both available only on chairs);
powder coated rotary plate base;
ashwood or oakwood leg base

Seat polyurethane foam, filling: mixture of silicone fibre/polyurethane foam

Structural elements painted steel, plywood

Finish fabric or leather




design:

M iS h e | | S oft Piotr Kuchcifski

2020

MIS/XL/D MIS/XL/TL MIS/XL/KN MIS/XL/PN MIS/1/D MIS/1/TL
w_73 w_73 w_73 w_73 w_70 w_70
d_82 d_ 82 d_82 d_82 d._74 d_74
h_ 108 h_ 108 h_ 108 h_ 108 h_74 h_74
sh_42 sh_42 sh_42 sh_42 sh_41 sh_41

MIS/1/KN MIS/1/PN MIS/PX/TL MIS/PX/KN MIS/PX/PN MIS/PX/D
w_70 w_70 w_67 w_67 w_67 w_67
d74 d_74 d_60 d_60 d_60 d_60
h_74 h_74 h_ 50 h_50 h_50 h_50
sh_41 sh_41 - -

MIS/K/D MIS/K/PN MIS/K/SN MIS/K/TL MIS/K/KL MIS/K/JL MIS/K/GL MIS/H/TL MIS/H/PN MIS/HN/PN
w_54 w_54 w_54 w_54 w_54 w_54 w_54 w_46 w_50 w_50

d_63 d_63 d_63 d_63 d_63 d_63 d_63 d_53 d_53 d_53

h_85 h_85 h_85 h_85 h_85 h_85 h_85 h_97 h_97 h_85

sh_47 sh_47 sh_47 sh_47 sh_47 sh_47 sh_47 sh_79 sh_79 sh_67
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