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ROUND PET screens

FEATURES

 • Available for benches and single desks
 • Sustainable product - partially from post-consumer PET 

and easily recyclable
 • Lightweight – lower desk load and easy to handle
 • Quick and easy assembly and disassembly
 • Customisation options – colours and patterns
 • Certified sound absorption, NRC = 0,77

GUARANTEE
 • 2 year
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TECHNICAL INFORMATION 

Metal feet for Mobile screens

 • Welded, 4 mm sheet metal feet, width – 200 mm;
 • Powder coated metal;
 • Glued Anti-Friction pads;
 • Feet designed for screen mobility (stand alone any-

where on flat surface).

Metal brackets for SLIDING table screens

 • Welded, 4 mm sheet metal brackets;
 • Powder coated metal;
 • Brackets designed to be attached to the sliding tables 

metal beam with screws.

Screen composition

 • Two separate PET fiber board pieces (9 mm) glued into 
one solid screen (18 mm), R100 Rounded corners.

Metal brackets for FIX table screens  
(clamp version)

 • Welded, 4 mm sheet metal clamping brackets;
 • Powder coated metal;
 • Galvanized clamping pad;
 • Plastic knob with metal screw for tightening;
 • Brackets designed to be attached to the fixed table top 

for 17-27 mm thickness.
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