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Main specif icat ions

Mount ing Cei l ing

Environment Outdoor  wet

location

LED t ype Edge Lighting

Lamp category LED

Dimmable No

Autoprotected Lamp No

Source Power (W) 13

System Flux (lm) 799

Opt ical

Light ing Type Dir ect

Light ing d ist ribut ion Sym m etr ic

CCT  (K) 2700K

CRI> 80

Cold Beam Light ing No

Beam angle C0-180 (º ) 111

Beam angle C90-270 (º ) 111

Elect rical

Insulat ion class I

Frequency (Hz ) 50-60

Main Volt age (Vac) 220-240

Driver In tegr ated

Dimmable No

Dimmable t ype Non Dim m able

Emergency Type No

Physical

Colour Anthr aci te

Trim No

Orientat ions Fixed

Net  weight  (kg) 2.8

IP 66

IP external 66

Not e

We r ecom m end using a connection  system  wi th  a degr ee of pr otection  gr eater  than  or  equal  to the degr ee of

pr otection  of the lum inai r e. 

Dur ing the instal lation  and the m ain tenance of the fi xtur es i t i s im por tant to be car eful  and avoid dam ages

on  the pain t coating.  

Dam ages on  the coating exposed to outdoor  condi tions or  water, could cause cor r osion . 

Chem ical  substances affect the anticor r osion  cover ing pr otection . 

For  LED fi xtur es, ther e i s evidence that m ost of the dam ages ar e connected to electr i cal  effects r elated to the

insulations, wh ich  cause destr ucti ve electr i cal  di schar ges 

These effects ar e fr equently caused by: 

• over  vol tage com ing fr om  the m ains’ networ k wher e fi xtur e i s connected. 

• electr ostatic di schar ge (ESD) com ing fr om  the envi r onm ent. 

The use of a pr otecti ve device against the over vol tage on  the electr i cal  instal lation  i s war m ly suggest th i s

helps to r educe the in tensi ty of som e of these phenom enon and pr event i r r ever sible dam ages. The selection

of the type of device to be used m ust be adjust on  the electr i cal  plant.

In Vit ro Ceiling

New

 F018C25A033 - Anthracite

 

Designed by Ph i l ippe Star ck 

Lighting un i t wi th  di ffuse l ight for  exter ior  cei l ing instal lation . In tegr ated opalescent di ffuser  and exter nal

pr otection  in  tr anspar ent bor osi l i cate glass. 

The str uctur e i s m ade of die-cast and extr uded alum in ium  tr eated wi th  a chem ical  conver sion  pr ocess for

effecti ve r esi stance to atm ospher ic agents. The body i s powder  coated and com es in  var ious fin i shes.  

In tegr ated LED l ight sour ce wi th  Edge Lighting optical  technology to guar antee per fect un i for m  l ighting.  

Light sour ce included. Cei l ing m ount. In tegr ated 220–240 V ON/OFF or  dim m able electr i cal  power. 

110-V ver sion  upon  r equest.
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