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FREE STANDING acoustic screens

FEATURES

•	 Easily movable space dividing screens
•	 Quick and easy system for screen connection
•	 Certified sound absorption - class D

QUALITY STANDARD

•	 EN 1023-1:1996
•	 EN1023-2:2000
•	 EN 1023-3:2000
•	 LST EN ISO 354:2004
•	 LST EN ISO 11654:1998

Information updated August 2018
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Product

Fabric

AFU083  -  GS2  

-------------

GS2

TECHNICAL INFORMATION  

Panel types:

With or without “I” / “L” / “T” metal connection

Composition:

•	 Made of 16 mm chipboard;
•	 Covered with 10 mm acoustic foam;
•	 Upholstered with fabric.

Legs:

•	 Set of 2 metal legs with or without castors,                
Ø50 mm.

MATERIALS

•	 Fabric: LUCIA, VELITO PRESTO, SYNERGY, BERTA;
•	 Metal: E (white), M (metallic), T1 (dark grey), A (black).

RANGE

Linkable acoustic screens with metal components

ORDERING EXAMPLE

Code structure

GUARANTEE

• 5 years
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Must be ordered

Set of 2 metal 
legs

Set of 2 metal 
legs with cas-
tors

Optional

Connecting 
components for 
screens

OR
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